User's Manual

POStation 7000 Series




Generallnformation

ABOUT THIS MANUAL

The purposeof this usets manualis to provide general
informationonTYSSOPOStatiorSeriePOSterminaland
to showthe usershow to configurethe hardware-related
configurationsTheinformationin thismanuals subjecto
changewithout notice due to rapid improvementon IT
technology The users can get the most up to date
informationfrom ourwebsites:http://www.tysso.og

DISCLAIM

This manual has been examinedfor accuracy While

precautiorhasbeentakenin thepreparatiorof thismanual,
neither the manufacturertakes liability for errors or

omissionsnor assumeany responsibility for damage(s)
incurreddirectly or indirectly from errors,omissions,or

discrepanciesf this manual.IN NO EVENT WILL THE

VENDOR BE LIABLE FOR DIRECT, INDIRECT,

SPECIAL, INCIDENTAL, OR CONSEQUENTIAL

DAMAGES ARISING OUT OF THE USE OR

INABILITY TO USE THIS PRODUCT OR

DOCUMENTATION, EVEN IF THE POSSIBILITY OF

SUCH DAMAGES HAS BEEN ADVISED. IN

PARTICULAR, THE VENDOR SHALL NOT HAVE

LIABILITY FORANY HARDWARE, SOFTWARE, OR

DATA STORED OR USED WITH THE PRODUCT

INCLUDING THE COSTS OF REPAIRING,

REPLACING,ORRECOVERINGSUCHHARDWARE,

SOFTWARE ORDATA.
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WARNING

Theterminalhasbeentestedandfoundto complywith the

limits for aClassA digital device pursuanto Part15of the

FCCrules.Thesdimits aredesignedo providereasonable
protection against harmful interface in a residential
installation.This equipmentangeneratandradiateradio

frequencyenegy and,if notinstalledandusedaccordingo

the instructions,may causeharmful interferenceto radio

communications.However there is no guaranteethat

interfacewill notoccurunderparticularinstallation.If this

equipmentdoes causeharmful interferenceto radio or

television reception, which is found by turning the

equipmentoff and on, the useris encouragedo try to

correct the interface by one or more of the following

measures:

- Reorienbrrelocatehereceivingantenna

- Increasehedistancédetweerntheequipmenordevice

- Connectthe equipmentto an outlet other than the
receiverls

- Consultadealeror anexperiencedadio/TVtechnician
forassistance

IMPORTANT NOTICE

CAUTION

Thesystenmis providedwith a battery-poweredReal-Time

Clock circuit. Thereis a dangerof exposingandpersonal
injury if thebatteryisincorrectlyreplacedr mistreatedDo

not attemptto disassembl¢he battery immerseit in the

waterorexposet tofire.

WARRANTY LIMITS

If the POStationseriesmachineis disassembledby any
personotherthanthe authorizedechniciansthe warranty
will beterminatedTheusersshouldconsulthis/herdealer
for any technicalproblems.Warrantydoesnot coverany
damageausedyimproperuse.

TRADE MARKS AND SERVICE MARKS
TYSSOisaregisteredrademarlof FAMETECHINC.
Other brand and product names are trademarksand
registeredrademarks&ndservicemarksof theirrespective
owners.

Versionl.1
© CopyrightFametechnc.(TYSS0)2007



IMPORTANT SAFETY INFORMA TION

- Readall thesanstructionarefully

- Useonly parts especiallypoweradapterrecommended
by the manufacturer; unapproved parts may be
hazardous.

- Beforepluggingthepowercordinto theAC inlet of the
powersupplyunit, makesurethe voltage(either115V
or 230V) is properly applied to the power switch.
Improper voltage will causedamageto the power
supplyunit.

- Power off the systemand removethe power adapter
while cleaninghesystem.

- Before powering on the system, check if all the
peripheralsrefirmly installed.

- Do not usethe systemnearwater suchasa bathtub,a
washbowl, a kitchen sink, a laundry tub, and a
swimming pool. Keep the systemaway from direct
sunlightaheatingoraradiator

- Do not placethe systemon an unstablecart, standor
table.If themachindalls, it mayinjureapersoror cause
seriouslamagéeotheappliance.

- Thesystemis equippedvith athree-wiregroundeglug
with athird (grounding)pin. This is a safetyfeature If
your outletdoesnot accommodatéhethree-wireplug,
have an electricianinstall a correctoutlet, or usean
adapteto groundtheappliancesafely Do notleaveout
thesafetypurposefthegroundeglug.

- Do notallow anythingto restonthepowercord.Do not

locatethesystemwvherepeoplemaywalk onthecord.

- Do not make the power outlet and extensioncords

overloadOverloadcanresultin fire orelectricshock.

- Do not push any object into the computercabinet.

Dangerouwoltagepointsmaybetouchedandtheparts
maybeshortedutresultingin fire or electricshock.

- Do not attemptto servicethe systemon your own.

Opening or removing the cover can exposeyou to
dangerousoltageor otherhazards.

- Poweroff thesystenbeforeinstallingor removingnon-

PNP(plugandplay)devices.

- If any of the following situationsoccurs,unplug the

system$romthepoweroutletimmediatelyandconsult
with a qualified service person:

1. The power cord or plug is damaged or frayed.

2. Liquid is spilled into the system.

3. The system is dropped or the cabinet is damaged.

- Whenthe systemis not in use,coverthe systemand

storeit with care.
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2.2SideView

Hinge

=L £ Power On/Off
B v

Y = 1 Switch
Cable Tunnel Bottom Base Cover

Cus ;
S:;“:E:fr - Second Display
(()plior:n (Qption)

2.31/0 Ports

J— Hard Disk Bay

@{ ..... }© @;[ ..... }r© O\/@ / @@ @ .
= 3 (O _
s @ = _ of >@l E w@ .Q

PVR IN/12V PVR COM JUNPER ;,) M'wm_L;ﬂ_l um/z MIC IN

Port Description

COM 3~6 Serialportswith DB9 connectofor RS-232
devicesconnection.There are two more
internalRS-232ports(COM1~2)designed
to work with optional MSR and I-Button
reader

PRT Support EPP/ECP specification.
25pin D-typeconnector

M/S PS/2MouseConnector

K/B PS/2KkeyboardConnector

usB1-~4 Connecbarcodescannersprintersor other
deviceswith USB connectors.There are
twointernalUSB ports(USB5~6)designed
toworkwith touchpanelorotherdevice.

LAN RJ-45 connectorwith link/ack integrates
speedLED and supportswake-from-LAN
function.

AUDIO OUT | Earphonerspeakeconnector

MIC IN Microphoneconnector

CF A Slotfor insertingCFcard

CASHD RJ-11 connectowith DC+12V.

RAWER
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2.4Specification

DCOUT 12V | ProvideDC +12V to the 2nd monitor or
customedisplay(VFD).

VGA A 15 pin D-type connector serves to
transmitVGA datatothe2ndmaonitor.

PWR COM COM 3~5canprovideDCO0, +5,0r

JUMPER +12Vonpin9by switchingthepowerCOM
jumpers.Referto the PWR COM Jumper
Settingfigurebelow

PWRIN/12V | A 4 din rounded-powejack servesto

connecanAC toDC +12Vpoweradapter

Main Board

CPU P4/ Celeror2.0GHzup
Corelogic Intel852GM+ICH4
SystemMemory | SODIMM, DDR266/333,

256MBupto 1GB
OSSupport Win2000,NT, Win XP, EmbeddeXP(XPe),

WinCE,WEPOS

Display
TFT LCD 15
Brightness 250nits
Resolution 1024x 768Pixel
TouchScreen |5WireResistivelype
Tilting Angle 0~70Degree
Storage Device
HDD 1xEIDE2.5" Type
CompactFlash | 1x SlotTypell, Non-removable
I/O Ports

Serial 6XRS-232

COM3/4/5/6:DB-9,

Male(Pin9RIor5V or12V Selectable)

COM 1/2:Internalfor | ButtonandMSR
Parallel 1x DB-25,female supportE£PP/ECP
USB 4 x USB 2.0 Externall x USB2.0Internal

for TouchControlBD 1x USB2.0Internal
Reserved




PS/2Mouse 1x6-pinmini DIN

PS/2KB 1x 6-pinmini DIN

LAN 1xRJ4510/100Base-T
supportsvakeonLAN

VGA 1xDB-15,female

DC Jack 1x12VDCOutputfor 2ndDisplay

CashDrawer 1xRJ1,12VvDC

Audio Jack 1x Mic In,1xAudioOut
Expansion 1 x Mini PCI

Others

Powerlnput ExternalAdapterl2VDC150W

Color Black

Compliance FCC/CE/WEEE/RoHS

Weight 10Kgs

Dimension 367x335x356mm

(WxDxH)

Operating 5C~35C

Temperature

Storage -20°C~60°'C

Temperature

Storage 20%- 80%RH, non-condensing

Humidity
Optional Accessories

2" Display 15" /12.7° /10.4 TFTLCD

Customer

Display PoleVFD, 20x 2characterdR S232/F

MSR 3Tracks KB orRS232/F
| Button DallaskeyRS232/F
Wall Mount VESABrackeiKits
Bracket

-O-




3. Components & Peripherals

Installation

3.1RemoveCableTunnelCovers

Cabletunnelsarelocatedat 3 sidesof the POSstandfor

runningcablesof theexternaperipheralsuchasabarcode

scanner

a. Turn over the system

-10-

carefully Remove the
cable tunnel covers by
lossening the screws.

Run cables of external
devices through the
tunnel after the covers
are romoved.

3.2Install BottomBaseCover

Thiscoverservedo hidetheperipheratablexonnectedo
theinterfacepanel.

a. Tilt the screen to the

horizontal level. Loosen
the screw and remove
the bottom base cover

. Replace the bottom

base cover after all
cables are connected
well to the ports.

. Tighten the screw to fix

the bottom base cover

-11-



3.3ReplaceHard Disk

. Loosenthe cover screw

andremovehecover

. Looserthespacer

. Hold the hard disk and

takeit outin thedirection
ofthearrow Thenunplug
it fromtheconnector

. Loosen the 4 screws to

remove the hard disk
from the bracket.

. Attach the bracket to the

new hard disk by
tightening the screws.

Plugtheharddiskintothe
connectorsRelocatethe
newharddisk by pushing
thebracketshangersnto
theapertures.

. Tightenthespacer

. Replace the cover and

tightenthescrew
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3.4Install Seconisplay 3.5Install CustomemDisplay

a. Hold the second display a. Pass the cord of the
and turn the system over customer display
carefully. Pass the cord through the holes in the
through the holes in the directions of the arrows.
directions of the arrows. Plug the cable to a free
Plug the cable into the COM port and connect
VGA port and connect the extension power
the extension power cable.
cable.

b. Tighten the bundled b. Press the stand of the
screws specified for the customer display into
stand of the second place.

display to fix it to place.

- If the 9th pin of the RS-232 connector is power in, the
device can be powered directly via the COM port by
jumper setting (see Section 2.3 I/O Ports on page 6;
"JP1: COM3, COM4, COM5 Port RI anbltage
Selection” in Section 7.1 Jumper Settings on page 45).
Thus the extension power cable is not necessary

-14- -15-



4. Operating System

The POStationmain boardis compatiblewith Windows c. Select "Boot" with the keyselect "Boot
95/98/Me/2000/XRindRedHat Linux 9.0. If thedrivers Device Priority" with the key and press the
arerequiredfind thenecessarfiles in the"POS& Auto/ID <Enter> key

PeripheralsCD throughCD-ROM/Driver/POS.
4.1 Install POS by USB CD-ROM

a. Connected an external CD-ROM to POS-7000
as the figure shown below and insert the
installation CD for the Operating System.

d. Select "1st Boot Device" and press the . key
Press the key to select "USB: External CD-
ROM." Press the <F10> key to save and exit
the setting.

b. Press the <Delete> key after powering on the
systemThe system will enter the BIOS Setup
Utility .
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e. After the system reboots, it will start to install PWN Manully mode enables the users to
the operating system from the CD. adjust the CPU fan by entering a number

between 0~127The higher the value, the

higher the speed will be.
4.2AdjustCPUFan ModeandBrightness

a. Press the <Delete> key after powering on the
system to enter the BIOS Setup Utility

b. Select "Advanced."” Select "Harware Health
Configuration" and press the <Enter> key to
go to the sub screen.

c. Select "CPU Fan Mode" and press the <Enter>
key. There are 3 modes for options:
Full On mode makes the CPU fan run at its
full speed.
Automatic mode makes the system adjust the
CPU fan automatically

-18- -19-



5.Drivers Installation
d. Select "PWM Duty controlAdjust the

5.1 Install Chipset Driver
brightness by entering a number ranges from
Min 20 to Max 127The highter the value, the a. Double click the folder "852gm" and then the file
brighter the screen will be.

"win2k _xp141950" to start the installation.

e.After configuring the setting, press the <F10> b. Click "Next" as the window pop up.
key to save and exit the settiAithe system
will reboot automatically

c. Click "Next."

-20- -21-



5.2Install AudioDriver

a. Double click the folder "audio" and the file
"WDM_A398" to start the installation.

d. Click "Yes" on the Licens&greement window to
accept the terms.

b. Click "Next" on theAudio Setup window

e. Click "Finish" and restart the system.

c. Click "Finish" and restart the system.

22 -23-



5.3 Install LAN Driver

a. Double click the folder "LanSetup" and then the file
"Setup" to start the installation.

b. Click "Next" on the welcome window

c. Click "Finish" to finish the installation.

-24-

5.4Install TouchScreerDriver

a. Double click the folder "USB."

b. Double click the subfolder according to your
system.

c. Double click the file "setup” to start the installation.

-25-



d. Click "Next" on the welcome windaw f. Select the start menu folder and click "Next."

e. Select the destination folder and click "Next." g. Click "Install" to start the installation.
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h. Click "Finish" to exit the setup. j. Click "Finish" to complete the found new hardware

wizard.
I. Select automatic install on the found new hardware k. Click "ContinueAnyway" if the warning window
wizard window and then click "Next." pops up.
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I. ExecuteStart >> All Programs >>Touchscieen
V1.0.0-USB>> Touchscren Control Panel
V1.0.0-USBto start the calibration.

n. Click "Calibration" to start the 4-point-calibration.

0. Touch the cross symbol on the screen with a finger

m. Click "Device #2444 S2005F-USB" and click till the symbol disappears The cross symbol will
"OK" appear 4 times in turn on the screen.
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6.PeripheralsTesting

If the POStationis equippedwith | button reader/MSR
(MagneticStripeCardReader)pr connectedo acustomer
display/cashdrawer follow the stepsbelow to test the
function.

6.11 Button Reader

p.A window will pop up after the calibration is done.
Press "¢s" to save it.

a. ExecuteStart >> All Programs>> Accessories
>> Communications>> Hyper Terminal.

g. If the calibration is not properly done, an error
window will pop up. Click “OK” and do the
calibration again.

b. Enter a name and press "OK"
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e. Attach an | button to the | button reader and the
information will show on the window

c. Select COM2" and press "OK."

d. Set Bits per second &60Q Data bits t@8, Parity
to Even, Stop bits tdl, and Flow control to
Hardwar e, Press "OK."

-34- -35-



6.2MSR

a. Open the folder "RS-23Pesting" or "PS/2
Testing" and double click the file "BREAKOUT

b. After the testing window pops up, slide a magnetic
stripe card and its information will show on the
window,

-36-

6.3 Customer Display

a. ExecuteStart >> All Programs>> Accessories>>
Communications>> Hyper Terminal.

b. Enter a name and press "OK"

-37-



e. Enter any keys on the Hyp&erminalWindow.

c. Select the COM port accordingly (Refer to Section
2.3 1/0 Ports on page 5) and press "OK."

f. The typed words will appear on the customer
display

d. Set Bits per second #8600 Data bits t@8, Parity
to Noneg Stop bits tdl, and Flow control ttNone.
Press "OK."
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6.4 Cash Drawer

c. Select the destination folder and click the icon to

a. Open the folder "Cash Drawer" and double clik the start the installation.
file "setup.”
b. Click "OK" on the welcome window d. Select an existed group name or enter a new one.

Click "Continue."
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e. Click "OK" to finish the installation.

g. Click "Open Cash Drawer" on the windpand the
connected cash drawer will open.

f. ExecuteStart >> All Programs>> Cash Drawer
>> CashDrawerto open the program.

-42- -43-



7. Jumper Settings & Connectors

7.1 Jumper Settings - JP5K/B UseSelection
- JP2:SettingCPUType DESCRIPTION
Open K_DATandK_DAT_A
DESCRIPTION K_CLK andK_CLK_A
1-2 | Desktopsetup(default) Short Usefor K_DAT
2-3 | Mobile CelerorSetup AndK CLK
- JP8ClearCMOSSetup .
- JP1:COM1,COM2PortRI andVoltageSelection
DESCRIPTION
1-2 NormalOperation DESCRIP:-ION
2-3 | CleartCMOSSetup 34 JselarR|
2-4 5V
4-6 12v
- JP6.LCD voltagesetup
- JP1: COM3, COM4, COMS5 Port RI anbltage
1-2 3.3V
3-4 5V DESCRIPTION
5-6,11-12,17-18 | Usefor RI
3-4,9-10,15-16 5V
1-2,7-8,13-14 12v
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- JP9.COMBRS2320r422/485JumpeiSelection

DESCRIPTION
1-2 RS232
2-3 422/485

- JP10COM6422/485JumpeiSelection

DESCRIPTION
1-2 422
2-3 485

- JP7.COM6PO0ortRS232andrRS485/42%election

DESCRIPTION

1-2,4-5,7-8,10-1

Use for RS232

2-3,5-6,8-9,1-12

Use for RS485/422

-46-

- JP4LCDTYPEBIOSSelectlumpelSelection

DESCRIPTION
1-2 LIDO
3-4 LID1
5-6 LID2
7-8 LID3

7.2Connectors

- AUDIO1: AUDIO Jack-InConnectors

PIN NO. DESCRIPTION

1 GND

2 MIC

3 X

4 X

5 MIC

22 Line-out-L

23 X

24 X

25 Line-out-R
-47-




- CN2ATX 4PINPowerConnectors

PIN NO. DESCRIPTION
1 GND
2 GND
3 12v
4 12v

- CN3:RJ-11. DIO Connectors

PIN NO.

DESCRIPTION

GND

DIOOUTPUT

DIO INPUT

12v

NC

o0 WIN(F

GND

- IDEL: PrimarylDE InterfaceConnectorE>44pin

PIN NO. DESCRIPTION
1 RESET#
2 GROUND
3 DATA7
4 DATAS

-48-

5 DATA 6
6 DATA 9
7 DATA 5
8 DATA 10
9 DATA 4
10 DATA 11
11 DATA 3
12 DATA 12
13 DATA 2
14 DATA 13
15 DATA 1
16 DATA 14
17 DATA 0O
18 DATA 15
19 GROUND
20 N/C
21 IDEDRQ
22 GROUND
23 IOW#
24 GROUND
25 IOR#
26 GROUND
27 IDE CHRDY
28 GROUND
29 IDE DACK
30 GROUND
-49-




31 INTERRUPT
32 N/C
33 PAl
34 66DET
35 PAO
36 PA2
37 HDCCS1#
38 HDCCS3#
39 HDDACTIVE#
40 GROUND
41 VCC
42 VCC
43 GROUND3
44 N/C
- SATA1

PIN NO. DESCRIPTION
1 GND
2 TX+
3 TX-
4 GND
5 RX-
6 RX+
7 GND

- SATA2

PIN NO.

DESCRIPTION

GND

TX+

TX-

GND

RX-

RX+

~N O OB (W(N (e

GND

- CF1l:CompacFlashConnector

PIN NO.

DESCRIPTION

1

GROUND

DATAS

DATA4

DATAS

DATA6

DATA7

HDC_CS1#

N/C

OO N O |0 WN

GROUND

=
o

N/C

=
o

N/C

=
N

N/C
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13 VCC_COM
14 N/C

15 N/C

16 N/C

17 N/C

18 SA2

19 SA1

20 SAO

21 DATAO

22 DATA 1

23 DATA 2

24 N/C

25 VCC-IN CHECK2
26 VCC-IN CHECK1
27 DATA 11

28 DATA 12

29 DATA 13

30 DATA 14

31 DATA 15

32 HDC_CS3#
33 N/C

34 |OR#

35 |OW#

36 VCC_COM
37 IRQ15

38 VCC_COM
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39 CSEL

40 N/C

41 HDD_RESET
42 IORDY

43 SDREQ
44 SDACK#
45 HDD_ACTIVE#
46 NC

47 DATA8

48 DATA9

49 DATA10
50 GROUND

- LPT1:ParallelPortConnector

PIN NO.

DESCRIPTION

STROBE#

DATAO

DATA1

DATA?2

DATA3

DATA4

DATAS

O INO TR WIN|F

DATAG
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9 DATA7 3 RX2
10 ACKNOWLEDGE 4 RTS2
11 BUSY 5 X2
12 PAPEREMPTY 6 CTS2
13 PRINTERSELECT 7 DTR2
14 AUTOFORMFEED# 8 RI2
15 ERROR# 9 GND
16 INITIALIZE 10 NC
17 PRINTERSELECTLN#
18 GROUND
19 GROUND - COMa3:SerialPortConnector
20 GROUND PIN NO. DESCRIPTION
21 GROUND 1 DCD3
22 GROUND > DSR3
23 GROUND 3 RX3
24 GROUND 4 RTS3
25 GROUND 5 =3
26 GROUND 6 CTS3
7 DTR3
. COM2:SerialPortConnector 8 RI3
9 GND
PIN NO. DESCRIPTION 10 NC
1 DCD2
2 DSR2
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- COM4:SerialPortConnector - 5/6B:SerialPortConnector

PIN NO. DESCRIPTION PIN NO. DESCRIPTION
1 DCD4 1 DCD6
2 DSR4 2 RX6
3 RX4 3 TX6
4 RTS4 4 DTR6
5 TX4 5 GND
6 CTS4 6 DSR6
7 DTR4 7 RTS6
8 R14 8 CTS6
9 GND 9 Ri6
10 NC

- CN4A: KB JackConnector
- COMb5/6A:SerialPortConnector

PIN NO. DESCRIPTION

PIN NO. DESCRIPTION 1 KDATA

1 DCD5 2 NC

2 RX5 3 GND

3 TX5 4 VCC5

4 DTRS 5 KCLK

5 GND 6 NC

6 DSR5

7 RTS5

8 CTS5

9 Ri5
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- CN4B:MouseJackConnector

PIN NO.

DESCRIPTION

MDATA

NC

GND

VCC5

MCLK

OO WNIF

NC

- CN6:KB PinHeadelConnector

PIN NO.

DESCRIPTION

1

VCC5

GND

KDATA_A

K_CLK_A

K_DAT

K_CLK

TX1

RX1

OO INO®O |0~ WIN

KB_EN

=
o

NC
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- CN3A:USBConnector

PIN NO. DESCRIPTION
1 USBVCC1
2 DOF-
3 DOF+
4 USBGND1

- CN3B:USBConnector

PIN NO. DESCRIPTION
1 USBVCC1
2 D1F-
3 D1F+
4 USBGND1

- USB1:USBConnector

PIN NO.

DESCRIPTION

NC

NC

GND

NC

QW IN|F

D4F+
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NC

DAF-

GND

O |00 N

USBVCC3

NC

- USB2:USBConnector

PIN NO.

DESCRIPTION

1

NC

NC

GND

NC

D5F+

NC

D5F-

GND

O ONOOOA~WN

USBVCC3

=
o

NC
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- CN7B:USBConnector

PIN NO.

DESCRIPTION

USBVCC2

USBVCC2

D2F-

D3F-

D2F+

D3F+

USBGND?2

O~ NWOINOT

USBGND?2

- CN7A:100M-LAN RJ45Connector

PIN NO.

DESCRIPTION

TX+

TX-

RX+

RX-

NC

NC

NC

O INO®O TR WIN|F

NC
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- VGAL: 16-pinCRT Connector

PIN NO. DESCRIPTION
1 RED
2 GREEN
3 BLUE
4 NC
5 GND
6 GND
7 GND
8 GND
9 NC
10 GND,
11 NC
12 DDCDAT
13 HSYNC
14 VSYNC
15 DDCCLK

- VGA_POWER1DCPOWERJack

PIN NO. DESCRIPTION
1 GND
2 GND
3 12v
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- CN1:INVERTERConnector

PIN NO.

DESCRIPTION

VCC12

GND

LCD_EABLE

LCD_BKLTEN

QB WIN |-

GND

- LVDS1:LCD LVDS InterfaceConnector

PIN NO.

DESCRIPTION

1

VCC_LCD

VCC_LCD

VCC_LCD

VCC_LCD

GND

GND

GND

GND

O (00N |(0S~ WIN

LVDSAO+

=
o

LVDSBO+

=
 —

LVDSAO-

[EnY
N

LVDSBO-

[EnY
w

GND
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14 GND

15 LVDSA1+
16 LVDSB1+
17 LVDSA1-
18 LVDSB1-
19 GND

20 GND

21 LVDSA2+
22 LVDSB2+
23 LVDSA2-
24 LvDSB2-
25 GND

26 GND

27 LVDSACLK+
28 LVDSBCLK+
29 LVDSACLK-
30 LVDSBCLK-
31 GND

32 GND

33 LVDSAS3+
34 LVDSB3+
35 LVDSAS-
36 LVDSB3-
37 GND

38 GND
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39 NC
41 NC
- FAN1: FanConnector
PIN NO. DESCRIPTION
1 FanSpeedetect
2 +12V
3 GND
- FAN2: FanConnector
PIN NO. DESCRIPTION
1 FanSpeedetect
2 +12V
3 GND
- FAN3: FanConnector
PIN NO. DESCRIPTION
1 NC
2 +12V
3 GND
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- Cn9:FrontPanelConnector

PIN NO. DESCRIPTION

Powern_ED-

Power_ED+

HDD LED-

HDD LED+

GND

o (01| W I(N [

PoweButton-

- CN8:RESETBUTTON

PIN NO. DESCRIPTION

1 RESET

2 GND

- DIMM1: DDRSODIMM SOCKET

- MPCI1:MINI PCISOCKET
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